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DETAILED ACTION 
Response to Arguments 

1 . Applicant's request for reconsideration of tine finality of the rejection of the last 
Office action is persuasive and, therefore, the finality of that action is withdrawn. 
However, after further consideration, claims 1-26 are rejected as being obvious in view 
of the teachings of Halasz as modified by Zorn. 

Claim Rejections - 35 USC § 103 

2. The following is a quotation of 35 U.S.C. 1 03(a) which forms the basis for all 

obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

3. Claims 1-5, 10, 15, 20, 25 and 26 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Halasz et al. (US-7325246), and further in view of Zorn et al (US- 
6996714). 

a. Referring to claim 1: 

Regarding claim 1, Halasz teaches a method for distributing encryption keys in a 
Wireless Local Area Network (WLAN), comprising: receiving, by an authentication 
device, an authentication request containing identification information for identity 
authentication from a mobile host (Col 6, Line 17-33 teaches the wireless client sending 
an authentication request containing identification information to the AS); 
authenticating said mobile host according to said identification information; if 
authentication fails, sending a message comprising ACCESS_REJECT information to 
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said mobile host, and 

if authentication succeeds, sending a key-related information M1 to an access point 
(AP) (Col 6, Line 17-47 teaches the mobile client sending identification information in an 
authentication request to the AS, the AS authenticating the mobile client and sending an 
authentication failed notification if the authentication fails and an authentication pass 
notification if the authentication is successful), 

wherein if a key-related information M2 is comprised in said message comprising the 
ACCESS_ACCEPT information, said message comprising the ACCESS_ACCEPT 
information is encrypted (Col 4, Line 38-64 and Col 6, line 34-58 teaches encryption of 
the authentication status message and communication between the AS and AP using 
conventional encryption methods); 

said key-related information Ml is used to obtain a key by said AP, said message 
comprising the ACCESS_ACCEPT information Is used to obtain the key by the mobile 
host (Col 6, Line 33-43 teaches the AP obtaining a key from the AS based on the client 
information included in an authentication request and Col 4, Line 25-31 teaches the 
client obtaining the session key based on the outcome of the authentication request). 

Halasz teach the result of the authentication sent to the AP by the AS which In 
turn notifies the Switch of the result. Halasz-1 does not teach the wireless client 
receiving the result of the authentication. 

However, Zorn teaches a wireless authentication protocol for authentication 
between a client and a network wherein a client receives an authentication success or 
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fail message from an authentication server after authentication (See Zorn, Col 16, Line 
38-45 teaches forwarding an authentication status message to the client) 

Therefore, it would have been obvious to one of ordinary skill at the time the 
invention was made to modify Halasz's method to send an authentication status 
message to the client as taught by Zorn for the purpose of notifying the client on the 
status of the authentication request and for the client to proceed with obtaining a 
session key if the authentication was successful or to resend or retry the authentication 
if it is not successful, 
a. Referrinp to claim 2: 

Regarding claim 2, the combination of Halasz and Zorn teaches the method for 
distributing encryption keys in the WLAN of claim 1 wherein said key-related information 
Ml is the corresponding property information searched by said authentication device 
according to the identification information (Col 3, Line 36-57 teaches key related 
information as the identification information searched by the AS in the database), the 
method of said AP obtaining the key comprises: 

generating the key according to said property information with a key generation 

algorithm; and the method of said mobile host obtaining the key comprises(Col 3, Line 
36-57 teaches generating the key according the identity information with conventional 
encryption algorithm) : 

generating the key according to the property information stored in the mobile host with 
the same key generation algorithm after said mobile host receives said message 
comprising the ACCESS_ACCEPT information (Col 4, Line 24-37 teaches deriving a 
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key for the wireless client in the same way the AP key was generated after the wireless 
client goes through successful authentication), 
a. Referring to claim 3: 

Regarding claim 3, the combination of Halasz and Zorn teaches the method for 
distributing encryption keys in the WLAN of claim 1 wherein said key-related information 
M1 is the corresponding property information searched by said authentication device 
according to the identification information (Col 3, Line 50-57 teaches the key related 
information as the identity information); the method of said AP obtaining the key 
comprises: 

generating the key with a key generation algorithm; said key-related information M2 is 
said key generated and encrypted by said AP is sent to said mobile host along with said 
ACCESS_ACCEPT message, said mobile host obtaining the key through decrypting 
information M2 with said property information (Col 4, Line 24-57 teaches deriving a key 
by conventional algorithms for the wireless client in the same the AP key was derived), 
a. Referring to claim 4: 

Regarding claim 4, the combination of Halasz and Zorn teaches the method for 
distributing encryption keys in the WLAN of claim 1 wherein said key-related information 
M1 is the key generated from said property information corresponding to the 
identification information contained in said authentication request by said authentication 
device with a key generation algorithm (See the rejection in claim 1), the method of said 
mobile host obtaining the key comprises: 

generating the key according to said property information stored in the mobile host with 
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the same key generation algoritlim after receiving said ACCESS_ACCEPT message 
(See tlie rejection in claim 1 , {deriving the key from the identity information}), 
a. Referring to claim 5: 

Regarding claim 5, the combination of Halasz and Zorn teaches the method for 
distributing encryption keys in the WLAN of claim 1 wherein said information M1 and M2 
are the key generated from said property information corresponding to the identification 
information contained in said authentication request by said authentication device with a 
key generation algorithm, said information M2 is encrypted with said property 
information and then sent to said mobile host along with said ACCESS_ACCEPT 
message, the method of said mobile host obtaining the key comprises: 
decrypting said information M2 according to the property information stored in the 
mobile host after receiving said ACCESS_ACCEPT message (See the rejection in claim 
1 . {AP develops relationship and in the process, a key, with the AS after receiving the 
first identity information. AP develops another trust relationship with the wireless client 
including a key for the client in like manner with the identity information), 
a. Referring to claim 10: 

Regarding claim 1 , the combination of Halasz and Zorn teaches the method for 
distributing encryption keys in the WLAN of claim 1 wherein said authentication device 
is an authentication server installed in said external network (See Fig 1a. AS 106). 
a. Referring to claim 15: 

Regarding claim 15, the combination of Halasz and Zorn teaches the method for 
distributing encryption keys in the WLAN of claim 1 wherein said authentication device 
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is a wireless gateway that connects said AP with external network (See Fig 1a, Switch 

and authenticator 1 00). 

a. Referring to claim 20: 

Regarding claim 20, the combination of Halasz and Zorn teaches the method for 
distributing encryption keys in the WLAN of claim 1 wherein said authentication device 
includes said wireless gateway and said authentication server installed in external 
network (See Fig la, AS 106 and Switch and authenticator 100). 
a. Referring to claim 25: 

Regarding claim 25, the combination of Halasz and Zorn teaches an 
authentication device, comprising: a receiving module configured to receive an 
authentication request from a mobile host, said authentication request comprising 
identification information for identity authentication (Col 3, Line 6-23 teaches the 
authenticator of the AS 106 as a receiving module for receiving authentication request 
comprising identity information); 

an authentication module configured to authenticate said mobile host according to said 
identification information (Col 3, Line 6-23.... Authentication Server 106); 
a sending module configured to send a message comprising ACCESS_REJECT 
information to said mobile host if authentication fails, and send key-related information 
M1 to an access point (AP) for said AP to obtain a kev according to said kev-related 
information Ml and a message comprising ACCESS_ACCEPT information to said 
mobile host for said mobile host to obtain the kev according to said message comprising 
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the ACCESS ACCEPT information if authentication succeeds (See the rejection in 

claims 1 and 2). 

a. Referring to claim 26: 

Regarding claim 26, the combination of Halasz and Zorn teaches a system, 
comprising: a mobile host, an authentication device, and an access point (AP); said 
authentication device configured to receive an authentication request from said mobile 
host, said authentication request comprising identification information for identity 
authentication, to authenticate said mobile host according to said identification 
information, to send an ACCEPT_ACCESS REJECT message to said mobile host if 
authentication fails, to send a key-related information M1 to an access point (AP), and 
to send a message comprising ACCESS_ACCEPT information to said mobile host if 
authentication succeeds (See the rejection in claim 1 and Figs, 1a and lb and Col 3-6 
teaches a system comprising a wireless client, and AP and AS configured to receive 
auth request from the client comprising identity information. The AS authenticating the 
client based on the identity information and sending a reject or accept message with 
identity information for deriving a key for the wireless client); 

said mobile host configured to send an authentication request containing identification 
information for identity authentication and to obtain a key according to said message 
comprising the ACCESS_ACCEPT information; and said AP configured to receive said 
key-related information M 1 and obtain the key according to said key-related information 
Ml (See the rejection in claims 1 and 2). 
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4. Claims 6-9, 11-14, 16-19 and 21-24 are rejected under 35 U.S.C. 103(a) as 
being unpatentable over Halasz et al. (US-7325246) and Zorn et al (US-6996714), and 
further in view of Mizikovsky et al.(US-6853729). 
a. Referring to claim 6: 

Regarding claim 1, Halasz and Zorn teaches the method of distributing 
encryption keys in the WLAN of claim 1 . 

Halasz and Zorn does not explicitly teach the method of distributing keys in a 
WLAN as outlined in the steps of (al ) to (el ). 

However, Mizikovsky teaches the steps of (al ) to (e1 ). 
(al ) said AP generating a random number and generating a new key from said random 
number with any key generation algorithm (See Mizikovsky, Col 10, Line 33-49 teaches 
the system generating a random number and generating a key from the random 
number); 

(b1) said AP adding said random number to a key update message and then sending 
said message to said mobile host (See Mizikovsky, Col 10, Line 33-50 teaches 
providing a key update message which includes a random number to the mobile unit); 
(c1) when receiving said key update message, said mobile host generating a new key 
from said random number contained in said key update message with the same key 
generation algorithm as that in step (al) (See Mizikovsky, Col 11, Line 10-14 teaches 
receiving the update key message and generating the new key in a manner used by the 
system to generate the key); 

(d1 ) said mobile host encrypting the data packets to be sent to AP with said new key 
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and then sending tlie encrypted data pacl^ets to AP, during tlie encryption process, said 
mobile host adding an encryption identifier to said data pacl<ets and changing the value 
of said encryption identifier to indicate the communication key has been changed (See 
Mizikovsky, Col 12, Line 17-54 teaches communications between the unit and the 
system encrypted with the encryption key and the unit. An encryption identifier, the 
encryption key is included in the message and the encryption key is changed whenever 
there is a key update); and 

(el) when receiving the data packets from said mobile host, said AP determines 
whether to change the key value of said encryption identifier (See Mizikovsky, Col 12, 
Line 39-43 teaches between the mobile node and the system and Line 47-50 further 
teaches the system determining whether to update the key value based on certain 
criteria). 

Therefore it would have been obvious to one of ordinary skill at the time the 
invention was made to modify Halasz's system to include the steps of (a1 ) to (el ) as 
taught by Mizikovsky for the purpose of improving the security of the system by 
updating the key periodically so that any compromised key wont be used on the system 
for long. 

a. Referring to claim 7: 

Regarding claim 7, the combination of Halasz, Zorn and Mizikovsky teaches the 
method of claim 1 wherein in order to achieve encryption communication with the new 
key, when receiving the data packets encrypted with the key sent from said mobile host, 
said AP updates the key periodically or aperiodically (See Mizikovsky, Col 12, Line 47- 
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54 teaches periodically updating the key) through the following steps of: 

(a2) said AP generating a new key in any way and encrypting said new key with the 

present key (See Mizikovsky, Col 10, Line 50-65 teaches generating a new key which is 

a cryptographic function a random number and the present key); 

(b2) said AP adding the encrypted key to the key update message and then sending 

said message to said mobile host (See Mizikovsky, Col 10, Line 43-45 teaches 

providing the unit with the SSD key); 

(c2) when receiving said key update message, said mobile host decrypting the new key 
contained in said key update message with the present key so as to obtain said new 
key (See Mizikovsky, Col 11, Line 10-14 teaches receiving the update key message and 
obtaining the new key in a manner used by the system to generate the key); 
(d2) said mobile host encrypting the data packets to be sent to AP with said new key 
and then sending the encrypted data packets to AP, during the encryption process, said 
mobile host adding an encryption identifier to said data packets and changing the value 
of said encryption identifier to indicate the communication key has been changed (See 
Mizikovsky, Col 12, Line 17-54 teaches communications between the unit and the 
system encrypted with the encryption key and the unit. An encryption identifier, the 
encryption key is included in the message and the encryption key is changed whenever 
there is a key update); and 

(e2) when receiving the data packets from said mobile host, said AP determines 
whether to change the key value of said encryption identifier (See Mizikovsky, Col 12, 
Line 39-43 teaches between the mobile node and the system and Line 47-50 further 
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teaches the system determining whether to update the key value based on certain 
criteria). 

a. Referring to claim 8: 

Regarding claim 8, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in WLAN of claim 1 , wherein when receiving the 
data packets encrypted with the key sent from said mobile host, said AP updates the 
key periodically or aperiodically (See Mizikovsky, Col 12, Line 47-54 teaches 
periodically updating the key) through the following steps of: 

(a3) said authentication device generating a random number which is used to generate 
a new key with the key generation algorithm, and then said authentication device 
sending said new key to AP, and sending said random number to said mobile host via 
AP (See Mizikovsky, Col 10, Line 33-66 teaches generating a random number which is 
used to generate a new key and sending the random number to the mobile unit); 
(b3) said AP sending said key update message to said mobile host after receiving said 
new key (See Mizikovsky, Col 10, Line 33-50 teaches providing a key update message 
to the mobile unit); 

(c3) when receiving said random number from said authentication device and said key 
update message from AP, said mobile host generating a new key from said random 
number with the same key generation algorithm as that in step (a3) (See Mizikovsky, 
Col 1 1 , Line 1 0-29 teaches the mobile node generating a new key from the random 
number with the same key generation algorithm as that in step a3); 
(d3) said mobile host encrypting the data packets to be sent to AP with said new key 
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and then sending tlie encrypted data pacl^ets to AP, during tlie encryption process, said 
mobile host adding an encryption identifier to said data pacl<ets and changing the value 
of said encryption identifier to indicate the communication key has been changed (See 
Mizikovsky, Col 12, Line 17-54 teaches communications between the unit and the 
system encrypted with the encryption key and the unit. An encryption identifier, the 
encryption key is included in the message and the encryption key is changed whenever 
there is a key update); and 

(e3) when receiving the data packets from said mobile host, said AP determines 
whether to change the key value of said encryption identifier (See Mizikovsky, Col 12, 
Line 39-43 teaches between the mobile node and the system and Line 47-50 further 
teaches the system determining whether to update the key value based on certain 
criteria). 

a. Referring to claim 9: 

Regarding claim 9, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in WLAN of claim 1 , wherein in order to achieve 
encryption communication with the new key, when receiving the data packets encrypted 
with the key sent from said mobile host, said AP updates the key periodically or 
aperiodically (See Mizikovsky, Col 12, Line 47-54 teaches periodically updating the key) 
through the following steps of: 

(a4) said AP generating a new key in any way and encrypting said new key with the 
present key, then sending said new key to said AP, whereas sending the encrypted new 
key to said mobile host via said AP (See Mizikovsky, Col 10, Line 50-65 teaches 
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generating a new l<ey wliicli is a cryptographic function a random number and the 
present l<ey and providing the key to the mobile host) ; 

(b4) after receiving said new key, said AP sending a key update message to said mobile 
host (See Mizikovsky, Col 1 1 , Line 10-1 1 teaches the mobile unit receiving a SSD 
update message sent from the system); 

(c4) when receiving the encrypted key from said authentication device and said key 
update message from said AP, said mobile host decrypting the encrypted key with the 
present key to obtain a new key (See Mizikovsky, Col 11, Line 10-14 teaches receiving 
the update key message and obtaining the new key in a manner used by the system to 
generate the key); 

(d4) said mobile host encrypting the data packets to be sent to AP with said new key 
and then sending the encrypted data packets to AP, during the encryption process, said 
mobile host adding an encryption identifier to said data packets and changing the value 
of said encryption identifier to indicate the communication key has been changed (See 
Mizikovsky, Col 12, Line 17-54 teaches communications between the unit and the 
system encrypted with the encryption key and the unit. An encryption identifier, the 
encryption key is included in the message and the encryption key is changed whenever 
there is a key update); and 

(e4) when receiving the data packets from said mobile host, said AP determines 

whether to change the key value of said encryption identifier (See Mizikovsky, Col 12, 
Line 39-43 teaches between the mobile node and the system and Line 47-50 further 
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teaches the system determining whether to update the key value based on certain 
criteria). 

a. Referring to claim 11: 

Regarding claim 1 1 , the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 6 wherein said 
authentication device is an authentication server installed in external network (See 
Halasz, Fig la. AS 106). 
a. Referring to claim 12: 

Regarding claim 12, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 7 wherein said 
authentication device is an authentication server installed in external network (See 
Halasz, Fig la. AS 106). 
a. Referring to claim 13: 

Regarding claim 13, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 8 wherein said 
authentication device is an authentication server installed in external network (See 
Halasz, Fig la. AS 106) 
a. Referring to claim 14: 

Regarding claim 14, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 9 wherein said 
authentication device is an authentication server installed in external network (See 
Halasz, Fig la. AS 106). 
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a. Referring to claim 16: 

Regarding claim 16, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 6 wherein said 
authentication device is a wireless gateway that connects said AP with external network 
(See Halasz, Fig 1a, Switch and authenticator 100). 
a. Referring to claim 17: 

Regarding claim 17, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 7 wherein said 
authentication device is a wireless gateway that connects said AP with external network 
(See Halasz, Fig 1a, Switch and authenticator 100). 
a. Referring to claim 18: 

Regarding claim 18, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 8 wherein said 
authentication device is a wireless gateway that connects said AP with external network 
(See Halasz, Fig la. Switch and authenticator 100). 
a. Referring to claim 19: 

Regarding claim 19, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 9 wherein said 
authentication device is a wireless gateway that connects said AP with external network 
(See Halasz, Fig la. Switch and authenticator 100). 
a. Referring to claim 21: 
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Regarding claim 21 , tlie combination of Halasz, Zorn and Mizikovsky teaciies tlie 
method for distributing encryption keys in the WLAN of claim 6 wherein said 
authentication device includes said wireless gateway and said authentication server 
installed in external network (See Halasz, Fig 1a, AS 106 and Switch and authenticator 
100). 

a. Referring to claim 22: 

Regarding claim 22, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 7 wherein said 
authentication device includes said wireless gateway and said authentication server 
installed in external network (See Halasz, Fig la, AS 106 and Switch and authenticator 
100). 

a. Referring to claim 23: 

Regarding claim 23, the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 8 wherein said 
authentication device includes said wireless gateway and said authentication server 
installed in external network (See Halasz, Fig la, AS 106 and Switch and authenticator 
100). 

a. Referring to claim 24: 

Regarding claim 24 the combination of Halasz, Zorn and Mizikovsky teaches the 
method for distributing encryption keys in the WLAN of claim 9 wherein said 
authentication device includes said wireless gateway and said authentication server 
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installed in external network (See Halasz, Fig la, AS 106 and Switch and authenticator 
100). 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to IZUNNA OKEKE whose telephone number is (571)270- 
3854. The examiner can normally be reached on 9:00am - 5:00pm. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Gilberto Barron can be reached on (571 ) 272-3799. The fax phone number 
for the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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